DigiSAT COAX GATEWAY

TECHNICAL /FEATURES

ITEM DNM-8001

DNM-8002

DNM-8001R

EoC Solution 1 Qualcomm 7410 EoC Module

2 Qualcomm 7410 EoC Modules

2 Qualcomm 7410 EoC Modules

Power 15W

30W

30W

HomePlug RF

Bandwith:7.5-67.5MHZ / Output Po|

wer:=110dBuV

CATV RF

Bandwith:87-1000MHz; Input Return Loss:>16dB; Insert Loss:<1dB

Connection Node

F breakthrough Connector (inch/metric optional)

RF Impedance

750

Standards Compliance

802.3u Auto MDI(X)

IEEE1901, IEEE HomePlug AV, IEEE 802.3, IEEE 802.3x, IEEE

Remote Management

Support remote WEB Management, TELNET, SNMP; Support

centralized management on all connected EoC terminals

Protocol

TDMA/CSMA

Transmission Speed

PHY rates of 700 Mbps and up to 350 Mbps of Throughput over Coax

Coding Mode

Asynchronous

Modulation Mode

OFDM

Transmission Distance

500 m or above

Encryption Mode

128-bit AES

Power

220V AC / 60V AC(optional)

Size(LxWxH)

270 MM X220 mMmm><115 mm

Weight <4kg
Operation Temperature -25~55 C
Storage Temperature -40~70 C

Operation Humidity

10% ~90% non-condensing

Storage Humidity

10%~95% non-condensing
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